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in addition to the magnetic compass 
required in paragraph (a) of this sec-
tion. 

(c) Each unit that is required to have 
a gyrocompass must have an illumi-
nated repeater for the gyrocompass 
that is at the main steering stand un-
less the gyrocompass is illuminated 
and is at the main steering stand. 

§ 108.717 Radar. 
Each self-propelled unit of 1,600 gross 

tons and over in ocean or coastwise 
service must have— 

(a) A marine radar system for surface 
navigation; and 

(b) Facilities on the bridge for plot-
ting radar readings. 

§ 108.719 Pilot boarding equipment. 
(a) This section applies to each vessel 

that normally embarks or disembarks 
a pilot from a pilot boat or other ves-
sel. 

(b) Each vessel must have suitable 
pilot boarding equipment available for 
use on each side of the vessel. If a ves-
sel has only one set of equipment, the 
equipment must be capable of being 
easily transferred to and rigged for use 
on either side of the vessel. 

(c) Pilot boarding equipment must be 
capable of resting firmly against the 
vessel’s side and be secured so that it is 
clear from overboard discharges. 

(d) Each vessel must have lighting 
positioned to provide adequate illu-
mination for the pilot boarding equip-
ment and each point of access. 

(e) Each vessel must have a point of 
access that has— 

(1) A gateway in the rails or bulwark 
with adequate handholds; or 

(2) Two handhold stanchions and a 
bulwark ladder that is securely at-
tached to the bulwark rail and deck. 

(f) The pilot boarding equipment re-
quired by paragraph (b) of this section 
must include at least one pilot ladder 
approved under subpart 163.003 of this 
chapter. Each pilot ladder must be of a 
single length and capable of extending 
from the point of access to the water’s 
edge during each condition of loading 
and trim, with an adverse list of 15°. 

(g) Whenever the distance from the 
water’s edge to the point of access is 
more than 30 feet, access from a pilot 
ladder to the vessel must be by way of 

an accommodation ladder or equally 
safe and convenient means. 

(h) Pilot hoists, if used, must be ap-
proved under subpart 163.002 of this 
chapter. 

[CGD 79–032, 49 FR 25455, June 21, 1984] 

Subpart I—Navigation Bridge 
Visibility 

§ 108.801 Navigation bridge visibility. 
Each mobile offshore drilling unit 

which is 100 meters (328 feet) or more in 
length and contracted for on or after 
September 7, 1990, must meet the fol-
lowing requirements: 

(a) The field of vision from the navi-
gation bridge, whether the vessel is in 
a laden or unladen condition, must be 
such that: 

(1) From the conning position, the 
view of the sea surface is not obscured 
forward of the bow by more than the 
lesser of two ship lengths or 500 meters 
(1,640 feet) from dead ahead to 10 de-
grees on either side of the vessel. With-
in this arc of visibility any blind sector 
caused by cargo, cargo gear, or other 
permanent obstruction must not ex-
ceed 5 degrees. 

(2) From the conning position, the 
horizontal field of vision extends over 
an arc from at least 22.5 degrees abaft 
the beam on one side of the vessel, 
through dead ahead, to at least 22.5 de-
grees abaft the beam on the other side 
of the vessel. Blind sectors forward of 
the beam caused by cargo, cargo gear, 
or other permanent obstruction must 
not exceed 10 degrees each, nor total 
more than 20 degrees, including any 
blind sector within the arc of visibility 
described in paragraph (a)(1) of this 
section. 

(3) From each bridge wing, the field 
of vision extends over an arc from at 
least 45 degrees on the opposite bow, 
through dead ahead, to at least dead 
astern. 

(4) From the main steering position, 
the field of vision extends over and arc 
from dead ahead to at least 60 degrees 
on either side of the vessel. 

(5) From each bridge wing, the re-
spective side of the vessel is visible for-
ward and aft. 

(b) Windows fitted on the navigation 
bridge must be arranged so that: 
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